ASC 662 Six-color six-state double-wheel screen printing machine
（please refer to the CD）

ASC662 Six-color six-state double-wheel screen printing machine can install six-color screens one time, and six-station can print six-color at the same time. Screen plates and station can double-rotation; it makes that multi-color printing, loading and baiting can work at the same time. Printing range is more widely, speed is faster and use is more convenient. It is used for screen printing of clothing, CDs and all kinds of craft gifts, particularly suitable for small business and individual printing shop.
Main features:
1. Whole machine is designed reasonable, simple and more practical.

2. Whole machine adopts desktop combination design. It saves space and is more convenient to transport and transfer.

3. All parts are electroplating or static coating. They are durable, easy clean-up and don’t rust.

4. Separate packaging, using four packages (ASC662) and three packages (ASC442) respectively. All exports are in accordance with the United States standards. Machines are separated by high-strength bubble films board; all the metal pieces are completely isolated; place wooden board on the top and at bottom. It makes transfer safer, and the greatest extent minimizes damages during transport. It is more conducive to long-distance transport, particularly suitable for export requirements.

5. Each machine is equipped with an installation video, and a full set of installation and maintenance tools.
Main functions:
1. Screen plates and bedplates can both rotate independently, with high convenient and efficiency.

2. Super large design of machine rack. Unique auxiliary pad can make whole machine achieve stable and balance easily.

3. Pulling by high-strength dual-spring. It’s suitable for all kinds of screen frames.

4. All these functions, such as lift height of bedplate, fore-after and right-left movement of screen frame, right-left location of screen arms, can ensure the accuracy of color register.

Special functions of this machine:
The two functions are unique design of our company, mainly designed for the shortcomings of current same species screen printing machines.

1. Screen fine-tuning tight joint device: a simple operation can solve the problem that screen frame and bedplate can’t joint tightly which caused by screen frame.

2. Magnetic assistant device: It can solve the problem that when wiping, you should press screen plate by hand. This device can adjust the up and down distance of alnico according to thickness of printer. When falling screen, it can make screen frame and printer joint easily; when uplifting, you only need to dial the screen softly. It makes wiping by two hands more convenient.

Parameter:

Rack Size: L920 * W 920 * H 520MM

Machine dimensions: L2010, W 2010, H 950 MM (The size is after Installation of bedplate, including foundation base)

Bedplate area: 550 * 450MM

Maximum size of screen: 530*430MM

Weight: 115 kg

Package: The complete appliance is divided into four packages, capacity is 0.45 cubic meters.

